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SYN 79 DIESEL CJ-4  
PREMIUM  HEAVY DUTY DIESEL ENGINE OIL 

 
SYN 79 DIESEL CJ-4 is a premium diesel engine oil designed to meet the increased demands of 2010 and 
later low emission SCR / EGR / DEF engines. It provides excellent quality in on- and off- highway 
service applications and help maximize engine durability. 
SYN 79 DIESEL CJ-4  is  also suitable for use in  engines powered by both ultra and low sulfur diesel. 
 
APPLICATIONS: 
SYN 79 DIESEL CJ-4 is recommended for use in both newer and older four stroke diesel engines that are 
naturally aspirated or turbo-charged and four stroke gasoline engines in which the API CJ-4/SM grade 
and 15W-40 viscosity are recommended. 

SYN 79 DIESEL CJ-4  meets the performance requirements of the engine manufactures in North America, 
Europe, Japan: Caterpillar, Cummins, Detroit Diesel, Mack, Navistar, Mercedes, Volvo, Komatsu, Hino, 
Nissan, Daihatsu, International, Ford, Chrysler, GM, BMW, Audi, Volkswagen, Peugeot , Fiat ,etc.  

API:      CJ-4/SM  

BENEFITS: 
• Fuel saving and reduces maintenance expenses for machines, engines . 
• Very long oil changing period 
• Resist oil thickening and the formation of carbon, varnish and sludge deposits causing by high 

temperature and high speed . Keeps engines always clean . 
• Good protection of vital engine parts, resists corrosion effect in fuel combustion cycle and keeps 

the viscosity unchanged at high temperature . 
• Prolong engine life. 

 
TYPICAL CHARACTERISTICS 
 

Test Method Typical results 

SAE Viscosity Grade SAE  J300 15W40 

API Gravity ASTM D287 28.38 

Specific gravity @ 15.6oC  (60oF) ASTM D1298 0.885 
Viscosity 
@ 40oC cSt 
@ 100oC cSt 

ASTM D445 
 

117.0 
15.0 

Viscosity index ASTM D2270 132 
Flash Point, oC (oF) ASTM D92 224(435) 
Pour Point , oC (oF) ASTM D97 -36(-33) 
Total Base Number, mgKOH/g ASTM D2896 10 
HTHS Viscosity @150°C  ,cP ASTM D4683 4.24 
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The above characteristics are average values based on recent production.  Minor variations, which do not affect product performance, are to 
be expected in normal manufacture. 
 
WARNING: 
 
Continuous contact with used motor oil has caused skin cancer in animal tests. Avoid prolonged contact. 
Thoroughly wash exposed areas with soap and water. Keep out of reach of  children.  
Don’t pollute. Conserve resources. Return used oil and container to collection centers 
 
   Reference SDS No. 79CM16 database on our website at www.usasllc.com 

 


